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Applications


	

Datenlogger

	

Innenraum Umgebung


	

Wetterfest


	

Wasserdicht


	

Eigenständige USB-Datenlogger


	

Webbasierte Datenlogger


	

Wireless Datenlogger


	

Wetterstationen


	

Thermoelement-Datenlogger


	

Auswahl über Messgrössen

	

Innenraum Umgebung

	

Temperatur


	

Relative Feuchtigkeit


	

CO2


	

Luftgeschwindigkeit


	

VOCs


	

Wasserdurchfluss


	

Differenzdruck


	

Druckluftstrom


	

Überdruck





	

Energie / Verbrauch

	

kW & kWh


	

AC & DC Strom


	

AC & DC-Spannung


	

Ampere, Volt, Leistungsfaktor, Watt


	

Impuls





	

Benutzungsdauer

	

Licht Ein / Aus


	

Motor Ein / Aus


	

Belegung / Licht An / Aus


	

Zustand Offen / Geschlossen


	

Ereignisse


	

Laufzeit





	

Wasserqualität / Pegel

	

Leitfähigkeit / Salzgehalt


	

Gelöster Sauerstoff


	

Wasserstand


	

Wassertemperatur


	

Lichtintensität


	

pH





	

Wetter / Einsatzgebiet

	

Temperatur / Luftfeuchtigkeit


	

PAR


	

Niederschlagsmenge


	

Luftdruck


	

Windgeschwindigkeit und Richtung


	

Solarstrahlung


	

Bodenfeuchte


	

Blattnässe
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HOBOnet
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UX120 Serie


	

UX100 Serie


	

H22-Serie


	

U9 Series


	

U12 Serie


	

U14 Serie


	

U20 Serie


	

U20L Serie


	

U22 Serie


	

U23 Serie


	

U24 Serie


	

TidBit


	

U26 Serie


	

U30 Serie


	

Pendant-Serie


	

ZW Serie





	

Bluetooth Data Logger





	

Externe Sensoren

	

Innenraum-Umgebungssensoren


	

Energie- & Netz-Sensoren


	

Benutzungsdauer-Sensoren


	

Wassersensoren


	

Wetter / Feldsensoren


	

HOBOnet





	

Software


	

Teile & Zubehör

	

Kommunikation


	

Kabel


	

Adapter


	

Ersatz / Ersatzteile


	

Stativteile / Montageteile


	

Strom / Batterien


	

Zertifizierungen


	

Hüllen / Gehäuse





	

Alle Produkte
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                Sonneneinstrahlungsschutz - RS3

            


                            E-Mail an einen Freund
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                    Kurzübersicht

                    Verwenden Sie das RS3 Sonneneinstrahlungsschutz, um Ihre externen Sensoren vor Sonne und Regen zu schützen.

                

            
            
            
        


        
            
    [image: Solar Radiation Shield - RS3]

Klicken Sie doppelt auf das obere Bild, um es in voller Größe zu sehen


    [image: Verkleinern]
    
        

    

    [image: Vergrößern]



        


        

            

    
    


    
                    
    
        	
                                            
                            Artikelbeschreibung                        
                                    
	
                                            
                            Technische Daten                        
                                    
	
                                            
                            Datenblatt                        
                                    
	
                                            
                            Kompatible Produkte                        
                                    


    

    
                    Artikelbeschreibung
            
                    
     Use the RS3 Solar Radiation Shield to protect your external sensors from sunlight and rain. This shield ensures users gain more accurate measurements, due to increased airflow around sensors. And users benefit from 2.5x faster response time to changing conditions. 
 The RS3 Solar Radiation Shield works with most of Onset’s external temperature and Temp/RH sensors, including those for our award winning HOBO Weather Station products.
 For customers interested in deploying a radiation shield with Onset logger such as a HOBO Pendant or U-Series logger, Onset also offers two other models of solar radiation shields; the RS1 and the pre-assembled M-RSA
 
      
                

                    Technische Daten
            
                    
     Specifications
 Time response: 2.5 times faster than the RS1 and M-RSA
 Wind resistance: Tested in sustained winds up to 129 kph (80 mph), Tested in gusts up to 161 kph (100 mph)
 Materials
 Shield: ASA styrene (UV-stable)
 Bracket: Glass-filled nylon (UV-stable)
 Mounting hardware: Stainless steel and brass
 Temperature: -40° to 75°C (-40° to 167°F)
 Weight: 113 g (4 oz)
 Height: 89 mm (3.5 inches); 159 mm (6.25 inches) with bracket
 Diameter: 102 mm (4 inches); bracket protrudes an additional 51 mm (2 inches) from shield
 Mounting: Up to 51 mm (2 inches) mast diameter with hose clamp; unlimited with screws
 Compatible sensors: Onset part numbers S-THB-M00X, S-TMA-M0XX, S-TMB-M0XX, TMCx-HB, TMCx-HD, W-TMB, and external sensors from U23-00X; NOT compatible with S-THA
 
 Note: This shield does not protect sensors from light reflected from below the shield at some angles. For deployments over reflective surfaces, consider using Onset’s RS1 or M-RSA Solar Radiation Shields.
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     Documentation
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  Documentation for the RS3
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 Solar Radiation Shield
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                    Kompatible Produkte
            
                    
     Compatible Products
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  Compatible Products
 Part Number
  Description
  Info
   Qty
 
    Standalone Data Loggers - requires external sensor
 
  H21-001
 Weather Station
 This product has been discontinued.
 
 
  H21-002
 Micro Station
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  H22-001
 Energy Logger
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  U14-002
 U14 LCD Logger - Ext.Temperature/RH
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  U30-NRC
 USB Weather Station
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    Standalone - w/external sensor
 
  U23-002
 External Temperature/Relative Humidity
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  U23-003
 2x External Temperature
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  U23-004
 Temperature/External Temperature
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  U30-NRC-SYS-B
 HOBO U30-NRC Weather Station Starter Kit
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  SYS-U30-GRMS-A
 HOBO Green Roof Monitoring System
   Onset # SYS-U30-GRMS-A

 
 

    Web-based Monitoring Systems - via remote communication
 
  U30-GSM
 U30-GSM - Cellular communications
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  U30-WIF
 U30-WIF - Wi-Fi communications
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  U30-ETH
 U30-ETH Ethernet communications
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   Sensors
 
  S-TMB-M002
 12-Bit Temp Smart Sensor (2m cable)
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  S-TMB-M006
 12-Bit Temp Smart Sensor (6m cable)
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  S-TMB-M017
 12-Bit Temp Smart Sensor (17 m cable)
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  S-THB-M002
 12-bit Temperature/RH Smart Sensor (2m cable)
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  S-THB-M008
 12-bit Temperature/RH Smart Sensor (8m cable)
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  W-SMC
 HOBOnode Soil Moisture - wireless sensor
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  W-TMB
 HOBOnode Temp - Wireless Temperature Sensor
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   Kits
 
  M-TPB-KIT
 HOBO Weather Station 2-Meter Tripod Kit
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  M-TPA-KIT
 HOBO Weather Station 3-Meter Tripod Kit
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  W-SYS-FR
 HOBOnode Wireless Frost Alarm Starter System
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© 2015  Bakrona Zürich AG. All Rights Reserved. 


HOBO and Onset are trademarks of Onset Computer Corporation, Bourne, Massachusetts (USA)



    



                    



