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                Luft/Wasser/Bodentemperatur Sensor (1,8m Kabel) - TMC6-HD

            


                            E-Mail an einen Freund

            
                                    


                        
    
                                                                
                                            CHF 70.00                                    
                        
        


            
    	
        
                                                            Kaufen Sie 10 zum Preis von je CHF 67.20                                    
        
                                    und sparen 4%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 20 zum Preis von je CHF 64.40                                    
        
                                    und sparen 8%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 35 zum Preis von je CHF 61.60                                    
        
                                    und sparen 12%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 50 zum Preis von je CHF 59.50                                    
        
                                    und sparen 15%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 100 zum Preis von je CHF 57.40                                    
        
                                    und sparen 18%
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                    Kurzübersicht

                    Ein Temperatursensor für die HOBO U-Serie, UX120-006 Datenlogger und die ZW-Serie von kabellosen Datenknoten.

                

            
            
            
        


        
            
    [image: Air/Water/Soil Temp Sensor (6' cable) - TMC6-HD]

Klicken Sie doppelt auf das obere Bild, um es in voller Größe zu sehen
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                    Artikelbeschreibung
            
                    
     A temperature sensor for use with HOBO U-Series, UX120-006M external-channel data loggers or ZW series wireless data nodes. This model measures temperature in air, water, or soil. Accuracy and resolution vary according with attached logger model. Measurement range is -40° to 50°C (-40° to 122°F) in water or soil, -40° to 100°C (-40° to 212°F) in air; response time is minutes typical to 90% in air moving 1 m/sec (2.2 mph); response time in stirred water is 1 minute typical to 90%. This model sensor is attached to a 1.8m (6ft) cable.
 Can be plugged directly into the external input jacks of U12, UX120, or ZW Family loggers to expand the range of measurement options and applications.
 Environment:
 The TMC6-HD Sensor is for use in Indoor , Outdoor and Underwater environments
 Measurements:
 The TMC6-HD Sensor supports the following measurements:
  Temperature, Water Temp
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     Specifications
  [image: Plot A]
 [image: Plot B]
 [image: Plot C]
 [image: Plot D]
 
 Measurement Range: -40° to 50°C (-40° to 122°F) in water; -40° to 100°C (-40° to 212°F) in air
 Accuracy:
 w/U12: ±0.25°C from 0° to 50°C (±0.45°F from 32° to 122°F), insert probe 2.3 cm (0.9 inches) minimum; see Plot A
 w/ZW: ±0.21°C from 0° to 50°C (±0.38°F from 32° to 122°F), insert probe 2.3 cm (0.9 inches) minimum; see Plot B
 w/UX120-006M: ±0.15°C from 0° to 70°C (±0.27°F from 32° to 158°F), insert probe 2.3 cm (0.9 inches) minimum; see Plots C & D
 Resolution:
 w/U12: 0.03° at 20°C (0.05° at 68°F); see Plot A
 w/ZW: 0.02°C at 25°C (0.04°F at 77°F); see Plot B
 w/UX120-006M: 0.002° at 25°C (0.003° at 77°F); see Plots C & D
 Drift: <0.1°C (<0.2°F) per year
 Response time in air: 2 min. typical to 90% in air moving 1 m/sec (2.2 mph)
 Response time in stirred water: 30 sec. typical to 90%.
 Operating range: Sensor tip and cable immersion in fresh water up to +50°C (122°F) for 1 year
 Housing: Copper-plated sensor tip
 Dimensions: 5.1 x 33 mm (0.2 x 1.3 inches)
 Weight: 34 g (1.1 oz)
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     Documentation
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  Documentation for the TMC6-HD
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  6679-J-MAN-TMC-HD-web
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     Compatible Loggers
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  Compatible Loggers
 Part Number
  Description
  Info
   Qty
 
    Standalone Data Loggers - optional external sensors
 
  U12-012
 Temperature/Relative Humidity/Light/External
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  U12-013
 Temperature/Relative Humidity/2 External Channel
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    Standalone Data Loggers - requires external sensor
 
  U12-006
 4-Channel External
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  U12-008
 4-Channel External
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  UX120-006M
 4-Channel Analog
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    Wireless Data Nodes - via receiver/USB
 
  ZW-005
 4 Channel - Temp/RH Data Node
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  ZW-007
 data node – Temp/RH/2 External Channels
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  ZW-006
 data node – 4 Analog Ports
   [image: ] 
 
     
 
 
 
  ZW-008
 4 External Channels - Data Node
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HOBO and Onset are trademarks of Onset Computer Corporation, Bourne, Massachusetts (USA)



    



                    



