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                HOBO UX90 Status Datenlogger - UX90-001

            


                            E-Mail an einen Freund

            
                                    


                        
    
                                                                
                                            CHF 182.00                                    
                        
        


            
    	
        
                                                            Kaufen Sie 5 zum Preis von je CHF 174.70                                    
        
                                    und sparen 4%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 10 zum Preis von je CHF 167.45                                    
        
                                    und sparen 8%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 20 zum Preis von je CHF 160.15                                    
        
                                    und sparen 12%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 35 zum Preis von je CHF 154.70                                    
        
                                    und sparen 15%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 50 zum Preis von je CHF 149.25                                    
        
                                    und sparen 18%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 100 zum Preis von je CHF 143.80                                    
        
                                    und sparen 21%
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	| Auf die Vergleichsliste


                

                            
                            
                    Kurzübersicht

                    Der HOBO Status/Puls/Event/Laufzeit-Datenlogger speichert Statuswechsel, elektronische Pulse und mechanische oder elektrische Kontakte von externen Sensoren. Dieser Datenlogger ist ideal für die Überwachung von Stromverbrauch sowie Gas- und Wasserverbrauch.
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Klicken Sie doppelt auf das obere Bild, um es in voller Größe zu sehen
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                    Artikelbeschreibung
            
                    
     The HOBO State/Pulse/Event/Runtime data logger records state changes,electronic pulses and mechanical or electrical contact closures from external sensing devices. This logger is ideal for monitoring energy consumption, mechanical equipment operation, and water and gas flow. The HOBO UX90-001 State Logger is available in a standard 128 KB memory model (UX90-001) capable of 84,650 measurements and an expanded 512KB memory version (UX90-001M) capable of over 346,795 measurements.
 	One logger with 4 recording modes
	Internal reed switch can be used to determine when a door or window is open or closed
	Compatible with a wide range of external sensors
	Ships with 2.5 mm input cable

 Environment:
 The UX90-001 Data Logger is for use in Indoor environments
 Measurements:
 The UX90-001 Data Logger supports the following measurements:
  Event, Kilowatt Hours (kWh), Motor On/Off, Pulse Input, Runtime, State Open/Closed, Water Flow
 
 
      
                

                    Technische Daten
            
                    
     Specifications
 Internal Sensor
 
 Maximum State, Event, Runtime Frequency: 1 Hz
 
 Preferred Switch State: No magnet present (normally open)
 

 External Input
 
 External Contact Input: Electronic solid state switch closure or logic driven voltage output
 
 Range: 0 to 3 V DC (USB powered), 0 to 2.5 V DC (battery powered)
 
 Maximum Pulse Frequency: 50 Hz
 
 Maximum State, Event, Runtime Frequency: 1 Hz
 
 Pulse, Event Lockout Time: 0 to 1 second in 100 ms steps
 
 Solid State Switch Closure: Input Low: < 10 KΩ; Input High: > 500 KΩ
 
 Internal Weak Pull-Up: 100 KΩ
 
 Input Impedance: Solid state switch closure: 100 KΩ pull up
 

 Logger
 
 Resolution: Pulse: 1 pulse, Runtime: 1 second, State and Event: 1 State or Event
 
 Logging Rate: 1 second to 18 hours, 12 minutes, 15 seconds
 
 [image: UX90-001- - Time and Accuracy Specification Chart]Time Accuracy: ±1 minute per month at 25°C (77°F) (see Plot A)
 
 Battery Life: 1 year, typical with logging intervals greater than 1 minute and normally open contacts
 
 Memory:
 UX90-001: 128 KB (84,650 measurements, maximum)
 UX90-001M: 512 KB (346,795 measurements, maximum)
 
 Download Type: USB 2.0 interface
 
 Download Time: 10 seconds for 128 KB; 30 seconds for 512 KB
 
 Logger Operating Range:
 Logging: -20° to 70°C (-4° to 158°F); 0 to 95% RH (non-condensing)
 Launch/Readout: 0° to 50°C (32° to 122°F) per USB specification
 
 LCD: LCD is visible from: 0° to 50°C (32° to 122°F); the LCD may react slowly or go blank in temperatures outside this range
 
 Size: 3.66 x 5.94 x 1.52 cm (1.44 x 2.34 x 0.6 in.)
 
 Weight: 23 g (0.81 oz)
 
 Environmental Rating: IP50
 
 [image: Description: ce] - The CE Marking identifies this product as complying with all relevant directives in the European Union (EU)
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     Documentation
 [image: ]
  Documentation for the UX90-001
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  17053-A-MAN-T-ACT
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 UX90-001 Manual
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     Compatible Items
 [image: ]
  Software
 Part Number
  Description
  Info
   Qty
 
   Graphing and Analysis
 
  BHW-PRO-CD
 HOBOware Pro Mac/Win (USB cable included)
  [image: ] 
 
    
 
 
 
  BHW-PRO-DLD
 HOBOware Pro - Mac/Win Data Logger Software - Download Only
  [image: ] 
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  Compatible Sensors
 Part Number
  Description
  Info
   Qty
 
   Kilowatt Hours
 
  T-WNB-3D-240
 WattNode 208/240 VAC 3-phase Delta/Wye kWh Transducer
  [image: ] 
 
     
 
 
 
  T-WNB-3D-480
 WattNode 480 VAC 3-phase Delta/Wye kWh Transducer
  [image: ] 
 
     
 
 
 
  T-WNB-3Y-208
 WattNode 208/240 VAC 1,2, or 3 Phase Wye kWh Transducer
  [image: ] 
 
     
 
 
 
 Items used with above items
  A-WNB-LEADSET
 Voltage Input Lead Set
  [image: ] 
 
     
 
 
 
  T-ACT-0750-020
 20 Amp Accu-CT Split-Core Current Transformer 333mV
  [image: ] 
 
     
 
 
 
  T-ACT-0750-050
 50 Amp Accu-CT Split-Core Current Transformer 333mV
  [image: ] 
 
     
 
 
 
  T-ACT-0750-100
 100 Amp Accu-CT Split-Core Current Transformer 333mV
  [image: ] 
 
     
 
 
 
  T-ACT-0750-250
 250 Amp Accu-CT Split-Core Current Transformer 333mV
  [image: ] 
 
     
 
 
 
  T-MAG-0400-05
 5 AMP Mini Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-0400-10
 10 AMP Mini Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-0400-20
 20 AMP Mini Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-0400-50
 1 - 50 AMP Mini Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-0400-75
 75 AMP Mini Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-SCT-005
 0 - 5 AMP Split-core AC Current Transformer
 This item has been discontinued.
 
 
  T-MAG-SCT-020
 0 - 20 AMP Split-core AC Current Transformer
 This item has been discontinued.
 
 
  T-MAG-SCT-050
 0 - 50 AMP Split-core AC Current Transformer
 This item has been discontinued.
 
 
  T-MAG-SCT-100
 100 AMP Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-SCT-200
 200 AMP Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 
  T-MAG-SCT-600
 600 AMP Split-core AC Current Transformer
  [image: ] 
 
     
 
 
 

 
   Motor On/Off
 
  CSV-A8
 AC Current Switch
 [image: ] 
 
    
 
 
 

   Water Flow
 
  T-MINOL-130
 Water Flow Meter Sensor
 This item has been discontinued, please call for alternative.
 
 
  T-MINOL-130-NL
 No-lead Water Flow Meter Sensor
 [image: ] 
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  Communications
 Part Number
  Description
  Info
   Qty
 
   Connection Cables
 
  CABLE-USBMB
 USB Cable
  [image: ] 
 
    
 
 
 

    Data Offload - Base Stations - Shuttles
 
  U-DT-1
 HOBO® U-Shuttle
   [image: ] 
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  Maintenance
 Part Number
  Description
  Info
   Qty
 
   Batteries
 
  HRB-TEMP-1
 Replacement batteries for several loggers (Pack of 5)
 [image: ] 
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  Accessories
 Part Number
  Description
  Info
   Qty
 
   Carrying Case
 
  CASE-PELICAN-1510
 Pelican Case
  [image: ] 
 
    
 
 
 

   Compliance Certificate
 
  COMPLIANCE CERT
 Compliance Certificate
  [image: ] 
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