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                HOBO UX90 Licht Ein/Aus Datenlogger - UX90-002

            


                            E-Mail an einen Freund

            
                                    


                        
    
                                                                
                                            CHF 182.00                                    
                        
        


            
    	
        
                                                            Kaufen Sie 5 zum Preis von je CHF 174.70                                    
        
                                    und sparen 4%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 10 zum Preis von je CHF 167.45                                    
        
                                    und sparen 8%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 20 zum Preis von je CHF 160.15                                    
        
                                    und sparen 12%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 35 zum Preis von je CHF 154.70                                    
        
                                    und sparen 15%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 50 zum Preis von je CHF 149.25                                    
        
                                    und sparen 18%
            
        
                    
                            
        

        
	
        
                                                            Kaufen Sie 100 zum Preis von je CHF 143.80                                    
        
                                    und sparen 21%
            
        
                    
                            
        

        


            
            
                            
                    Kurzübersicht

                    Der HOBO Licht Ein/Aus-Datenlogger zeichnet die Lichtveränderungen in Innenräumen mit einem internen Sensor auf. Ideal für Stromaudits von Gebäuden und Lichtverbrauchsanalysen.

                

            
            
                                        
        


        
            
    [image: HOBO UX90 Light On/Off Logger - UX90-002]

Klicken Sie doppelt auf das obere Bild, um es in voller Größe zu sehen
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    	*Memory
	
    
        -- Bitte wählen --
128 KB (84,650 measurements, maximum)  
512 KB (346,795 measurements, maximum) +CHF 41.00

                                






            * Pflichtfelder
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                    Artikelbeschreibung
            
                    
     The HOBO Light On/Off data logger monitors indoor light changes with an internal sensor and records light on and off conditions, making it ideal for building energy audits and light usage analysis. The HOBO UX90-002 Light On/Off Data Logger is available in a standard 128 KB memory model (UX90-002) capable of 84,650 measurements and an expanded 512KB memory version (UX90-002M) capable of over 346,795 measurements.
 	Auto-calibration of ON and OFF thresholds ensures reliable readings
	User adjustable sensitivity control for low/high light level conditions
	Highly recommended light pipe accessory eliminates effects of ambient light to ensure the most accurate readings.

 Environment:
 The UX90-002 Data Logger is for use in Indoor environments
 Measurements:
 The UX90-002 Data Logger supports the following measurements:
  Light On/Off
 
 
      
                

                    Technische Daten
            
                    
     Specifications
 Light Threshold: > 65 lux
 
 Light Type: LED, CFL, fluorescent, HID, incandescent, natural
 
 [image: UX90-002- Temperature Specification Chart]Time Accuracy: ±1 minute per month at 25°C (77°F) (see Plot A)
 
 Battery Life: 1 year typical use
 
 Memory:
 UX90-002: 128 KB (84,650 measurements, maximum)
 UX90-002M: 512 KB (346,795 measurements, maximum)
 
 Download Type: USB 2.0 interface
 
 Download Time: 10 seconds for 128 KB; 30 seconds for 512 KB
 
 Logger Operating Range:
 Logging: -20° to 70°C (-4° to 158°F); 0 to 95% RH (non-condensing)
 Launch/Readout: 0° to 50°C (32° to 122°F) per USB specification
 Launch/Readout: 0° to 50°C (32° to 122°F) per USB specification
 
 LCD: LCD is visible from: 0° to 50°C (32° to 122°F); the LCD may react slowly or go blank in temperatures outside this range
 
 Size: 3.66 x 5.94 x 1.52 cm (1.44 x 2.34 x 0.6 in.)
 
 Weight: 23 g (0.81 oz)
 
 Environmental Rating: IP50
 
 [image: Description: ce] - The CE Marking identifies this product as complying with all relevant directives in the European Union (EU)
 

 
    
                

                    Datenblatt
            
                    
     Documentation
 [image: ]
  Documentation for the UX90-002
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 UX90-002 Manual
 [image: ]PDF
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 Using the HOBO® Light Pipe
 [image: ]PDF
 

 

 
 
 
 
 

 
 
    
                

                    Kompatible Artikel
            
                    
     Compatible Items
 [image: ]
  Software
 Part Number
  Description
  Info
   Qty
 
   Graphing and Analysis
 
  BHW-PRO-CD
 HOBOware Pro Mac/Win (USB cable included)
  [image: ] 
 
    
 
 
 
  BHW-PRO-DLD
 HOBOware Pro - Mac/Win Data Logger Software - Download Only
  [image: ] 
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  Communications
 Part Number
  Description
  Info
   Qty
 
   Connection Cables
 
  CABLE-USBMB
 USB Cable
  [image: ] 
 
    
 
 
 

    Data Offload - Base Stations - Shuttles
 
  U-DT-1
 HOBO® U-Shuttle
   [image: ] 
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  Maintenance
 Part Number
  Description
  Info
   Qty
 
   Batteries
 
  HRB-TEMP-1
 Replacement batteries for several loggers (Pack of 5)
 [image: ] 
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  Accessories
 Part Number
  Description
  Info
   Qty
 
   Carrying Case
 
  CASE-PELICAN-1510
 Pelican Case
  [image: ] 
 
    
 
 
 

   Compliance Certificate
 
  COMPLIANCE CERT
 Compliance Certificate
  [image: ] 
 
     
 
 
 

   Fiber Optic Attachment
 
  UX90-LIGHT-PIPE-1
 HOBO Light Pipe
   [image: ] 
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© 2015  Bakrona Zürich AG. All Rights Reserved. 


HOBO and Onset are trademarks of Onset Computer Corporation, Bourne, Massachusetts (USA)



    



                    



